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Porcelain Advantage Display
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CARTON 1

Side Frames

Header Side Channels

X Brace Tubes

Footer Cross Brace

Header Sign

Footer Sign

Hardware bag:
1/4-20 x 2 1/2” Screws
1/4-20 x 5/8” Screws
1/4-20 x 1 1/2” Screws
1/4-20 Hex Nuts
3/8-16 Levelers
17 x 27 Plastic caps

) Nylon Washers

5 White 3/4” Rubber Bumpers
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CARTON 2
1 Top Page Holder
1 Bottom Page Holder

CARTON3 & 4
15 Wings

Step 1. Identify all parts

Step 2. Screw the 4 Levelers into the bottom of the
Side Frames.

Step 3. Attach the Bottom Page Holder at the bottom
of the display between the two Side Frames
using four 1/4-20 x 2 1/2” Screws and hex nuts.
Note: The Bottom Page Holder must be
positioned so the crossbar is closest to the front
of the display this will allow the Frames to lay
back. See Detail “B”.

Step 4. Attach the Top Page Holder at the top of the
display by only bolting in the two holes
closest to the bottom of the display using two
1/4-20 x 2 1/2” Screws and hex nuts. Note: The
Top Page Holder must be positioned so the
crossbar is closest to the back of the display this

will allow the Frames to lay back. See Detail
“A”

Step 5. Attach the Header Side Channels to the Side
Frames and the Top Page Holder using two
1/4-20 x 2 1/2” Screws and nuts provided.

Step 6. Attach the two Footer Cross Braces in between
the 2 Side Frames using two 1/4-20 x 1 1/2”
Screws. Be sure the channels face each other.

Step 7. Attach the 2 X Brace Tubes to the back of the
Side Frames using four 1/4-20 x 5/8” Screws
Fasten the center of the tubes with one 1/4-20 x
1 1/2” Screw and Nut provided.

Step 8. Using the 17 x 27 Plastic Caps provided, cover
the open tube ends that are visible on the
display.

Step 9. Slide the Header Sign into the slots in the
Header Side Channels as shown then insert the
Footer Sign in between the channels of the two
Footer Cross braces.

Step 10.Position the unit and level it with the levelers.

Step11.Snap the 15 Bumpers onto each Wing
toward the middle of the wing. First push one
end onto the bottom slot of the channel
Then wiggle the other end of the bumper
into the upper slot.

Step 12 Insert the Wings into the display by inserting
the top pin (longer pin) of the wing into the Top
Page Holder, then the bottom pin (smaller
pin) into the Bottom Page Holder. Note: Put
one nylon washer at the base of each wing to
prevent the unit from squeaking.

AS ALWAYS NEVER ATTEMPT TO MOVE THE
DISPLAY WHILE LOADED WITH SAMPLES
OR WINGS. Remove the samples from the wings
and then the wings themselves before you move it.
Then relevel the unit.




