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LXNCROSSVILLE

Porcelain Stone/USA

At Home Display

Assembly Instructions

[

now to be certain you have everything.
TWO PEOPLE ARE REQUIRED TO .
ASSEMBLE THIS DISPLAY.
ASSEMBLE THE DISPLAY [N THE AREA
o

IT WILL OCCUPY

4 Easy Steps To Assembly
1). Preliminary Assembly

2). Sides And Back

3). Bars And Back Panels

4). Accessories

CHECK ALL CARTON FILLER
MATERIAL FOR PARTS BEFORE
DISCARDING.

Please review the Packing List on page
2 and the Hardware List on pages 3 & 4

NEVER ATTEMPT TO MOVE THE
DISPLAY AFTER LOADING IT WITH
PRODUCT.

The following tools are needed:

* Phillips Head Screwdriver

¢ Flat Head Screwdriver

* Hammer
A cordless electric drill/screwdriver is
recommended but not essential.

Save these instructions for future
reference when ordering parts.
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Qty  ltem
Carton #1 of 5
7 Metal Page Frames

Carton #2 of 5
8 Metal Page Frames

Carton #3 of §
1 Right Side Panel
1 Left Side Panel

Carton #4 of 5

Lower Back Panel
Painted Back Panels
Back Spreaders
Kick Piate

Header Spreader
Floor Panel

Bottom Dividers
Header Hoops
Printed Header Panel
Light Fixture
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Carton #5 of 5

Lower Hinge & Pivot Bar

Lower Hinge & Pivot Bar Support
Upper Hinge & Pivot Bar

Upper Hinge & Pivot Bar Support
Leveler Channel Assemblies
Rear Header Angle

Front Header Channel

Light Diffuser

Egg Crate Light Diffusers

Light Bulbs

Wire Literature Racks

Product I.D. Tabs

Hardware Bag

Plug Strip

Graphic Panel
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[image: image3.png]Hardware

=] {[ T E
wood dowel
(28) pes. 1/2" machine screw ‘(:1202"‘)’2';‘5“‘

1
(8) with painted heads (brown)
(16) non painted

i %

shoulder screw
(2) pcs.

—

i

2 1/4" machine screw
(22) with painted heads (brown)

N4 =

wing nut
(24) pes. confirmat screw
(10) pes. clear shelf pin
(4) pcs.
1/4” screw with cover cap #8 x 5/8” sheet. metal #12 x 5/8” sheet metal
(2) pes. screw {painted beige) screw
(6) pes. (10) pes.
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[image: image4.png]Hardware Cont.

page frame bumper angle page frame bumper

(2) pes. (white) % {2) pes.

metal shelf pin

(8) pcs.
light diffuser clips
(4) pcs.

\\\\\ 2

4

@\\\\\\\\\\\\\\\\\ E

levelers
(4) pes.

sample holder wire
(2) pes.



[image: image5.png]Preliminary Assembly

Dowel Nut and Pin Installation  Lay panels out exactly as shown
and insert wood dowels in the ends and dowel
nuts in each face. Panels may be identified by
their relative size and hole patterns.

Notice there are more holes on the
inside of the panel than the outside

Insert dowel
nuts in these
holes

these three panels are all the
same.

in all panels
\ e A
wood dowel
Slot must be a
perpendicular to %
the board end. ~—_|
Important
Detail Dowel Nut — | )
Figure 1A ®
\. -




[image: image6.png]Preliminary Assembly

T T
Spreader Layout

Flip al! of these panels end for end so they look exactly as shown.

Notice these large
holes on this side

Notice the large hole
on the other side

o]

/ Top Spreader

e} \ Notice these holes along the top —

Back Spreader

o. T Notioe these holes along the top — *

Back Spreader

— Notice‘these holes along th_e bottorn —__ A o

These three
— Spreaders are
the same.

Back Spreader

Lower Back Spreader

Floor Panel

Kick Panel {wood grain)



[image: image7.png]Preliminary Assembly

Lower Shelf Assembly

finished edge

A
@

—t———Floor Panel

note this row of holes note these holes

{4) confirmat screws

ifmat Screws

Lower Back Spreader

Floor Panel

(4) confirmat screws

Kick Panel
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[image: image8.png]Preliminary Assembly

Header Spreader

#12 x 5/8" sheet metal screws

Hole this side ) | )

v

Light Brackets \

Front View . \

header hoop

Light Bracket / - «

/push (8 metal shelf pins in here
(use a hammer to gently tap the pins in)

Side View



[image: image9.png]Sides, Back And Leveler Assembly
——

11/2" painted
screws

Levelers

Smaller metal
“L" (inside)

Larger metgl “L"

{outside)

Attach side panels to the lower shelf assembly.
Line the dowels up with the holes in the side panels
and engage screws loosely.

Leg leveler assembly
smaller metal “L” goes
on the inside, larger “L"
goes outside the
smaller and on the
outside of the display.

Note: Inside of panel has more holes
/ than the outside

———— (6} 2 1/4" painted screws

<
- / {brown)

Engage the screws but do not tighten yet

Inside of left
panei

inside of leveler
stops short of kick
plate .

Ty Parts work on

either side; line up kick plate goes here

l holes carefully.
\. A -,
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[image: image10.png]Sides and Back Assembly

Put a Back spreader in the lowgr
position

note large hole on this side

~
\ (4) 2 1/4” painted screws (brown)

Engage but do not tighten yet

Note the large holes on the left side
and the rows of holes at the top

{(8) 2 1/4” painted screws
(brown)

Engage the screws
but do not tighten yet
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Sides a




[image: image12.png]Bar And Back Panel Assembl

Side View

Lower Hinge &
Pivot Bar

11/2" bolts (8)

Upper Hinge
& Pivot Bar

5/8” painted
screws (3)

Tighten all of the screws now

lower hinge & pivot bar
(holes go up)

4 “L” shaped support

masonite back panel ‘ nd wing nuts (8)
\ J
\

5/8" painted screws (3)

ws

\\ wing nuts (8)
Upper hinge & pivot bar

support (no holes along top
for page frames)

. \ Upper hinge & pivot bar see detail
\ below

Masonite back panet

L Screw into the end of
the lower hinge &
pivot bar (2) 1 1/2"

rear

SCrews.
Hinge upper Hinge
;‘i’:(?ieb:r & pivot bar

Side View support
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[image: image13.png]Light Fixture Assembly & Installation

The light fixture is pre-wired. Unscrew the cover plate and po-
sition the end caps and sockets as shown in step 1. Replace
the cover plates.

Place the fixture onto the brackets as shown in step 2 and
chase the cord throught the hole as shown. This cord will plug
into the plug strip you will install on page16.

IN

Insert light bulbs

insert clip and
twist as shown.

[+

Install the metal diffuser clips into the ) _
plastic diffuser as shown. Put (4) clips in Attach the diffuser to the light bulbs

toward the ends of the diffuser as shown. Clip onto the top bulb ,
then swing the diffuser onto the

13 bottomn bulb; then clip.



[image: image14.png]Header Assembly & Installation

logo
here

Metal header hoop
Plastic header with Z

logo printing facing up - Plastic header

Detail at header
spreader

Attach the plastic header panel by seating it
under the metal hoops and the angle at the back
(see detail above).

Use the front metal angle to push and bend the
header tight against the metal hoops.

Tighten this bar onto the metal hoops with the
10-32 x 1/4” screws and cover caps (see detail
below).

Detail at the front of
the header
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[image: image15.png]Accessory Installation

Insert (4) clear pins into the holes
in the center compartment (2 at
top and 2 in the bottom).

Flex the graphic panel and slip
it into the slots in the pins.

Insert the metal sample holder
wires into the holes in the bottom
shelf as shown.

Lean the ceramic tile sample
boards into these two compart-
ments and against these wires.

Sample Board Wire Stops
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[image: image16.png]Accessory Installation

1) Bolt the angled brackets to the
side panei as shown with 1-1/2”
painted bolts and wing nuts

2) Peel the protective paper from
the round rubber bumpers and
stick them to the angled brackets.

From behind the display, screw the
shoulder screws into the pre-drilled
holes in the side panel

Hang the plug strip on the shoulder
screws.

Plug in the light fixture

Plug Strip

(Rear View)

Egg Crate Diffuser \ \ Metal Shelf Pin

Rest the egg crate diffuser on the metal shelf pins
and on top of the back spreader.

T BACK SPREADER

Egg Crate Diffuser
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[image: image17.png]Page Frame Assembly

Note: before installing page frames, carefully move display to its final destination
DO NOT MOVE DISPLAY ONCE PAGE FRAMES ARE INSTALLED.

— Insert the {15) page frames into the display. Note:
this display has enough holes for (19) page frames
but is provided with only (15). Leave (2) empty holes
on each side of the display.

Longer pin

Put the fonger pin in the top metal bar, then swing
bottom pin into the lower bar and drop into the hole.

2 Load the samples into

=  the frames using the
loading plan found with
the samples.

3

' Page Frame Bumpers

Swing frame into
the lower hole

Ny

™™~ siide product 1.D. tab
behind this sample
board.

)

5" x 27 1/4” product
L.D. tab

[

\ Sample boards

After sliding the sample boards in place,
slide the product 1.D. tabs in place.
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[image: image18.png]Final Assembly

Wire literature basket

Install the (2) wire literature holders
as indicated in the diagram. Rest the
bottom of the holder on the lower
hinge & pivot bar and screw the
holder into the back wall with the
screws supplied.

See the cover of this instruction
sheet for an illustration of the basket
in place.
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